
Installation Instructions
PART NUMBERS: 76626, 84626, CQT76626
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To prevent SERIOUS INJURY, DEATH or PROPERTY DAMAGE:

Å ALWAYS read, understand and follow warnings and instructions 

for  your hitch BEFORE installation. Keep for future reference.

Å DO NOT cut, weld or modify this receiver.

Å CHECK all fasteners are tight and your hitch is securely mounted 

to your vehicle periodically.

Å ALWAYS read, understand and follow all warnings and 

instructions for your vehicle and for other accessories you will use 

with your hitch BEFORE use.

Å LOAD the trailer heavier in front.

Å DO NOT exceed lower ofǘƻǿƛƴƎ ǾŜƘƛŎƭŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ǊŀǘƛƴƎ ƻǊΥ

Å ALWAYS wear your seatbelt.

Å SLOW DOWN when towing, NEVER exceed any posted speed limit.

Å If EXCESS SWAY occurs, take your foot off the gas pedal and hold 

the steering wheel as steady as possible. DO NOT apply your 

brakes and DO NOT speed up.

HitchType Max Gross Trailer 
Weight

Max Tongue 
Weight

Weight Carrying 3500 lb. (1587 kg) 525 lb. (238 kg)

Weight Distributing N/A N/A

LIMITED LIFETIME WARRANTY

1. Limited Lifetime Warranty (ñWarrantyò). Horizon Global ("We", ñUsòor ñOurò)

warrantsto theoriginal consumerpurchaseronly ("You" or ñYourò)that theproductwill be

free from material defects in both material and workmanship,ordinary wear and tear

excepted. TheWarrantyis valid only if (a) theproductsarereturnedto Us for inspectionand

testing; (b) Our inspectiondisclosesto Our satisfactionthat anyallegednonconformanceare

materialandhavenot beencausedby misuse,neglect,wearand tear, improperinstallation,

unsuitable storage, improper repair, alteration, or accident; and (c) the products were

installed,maintainedandusedin accordancewith Our instructions. THE WARRANTY IS

MADE IN LIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED (OTHER

THAN THE WARRANTY OF TITLE AS PROVIDED BY THE UNIFORM

COMMERCIAL CODE IN EFFECT IN MICHIGAN), INCLUDING WITHOUT

LIMITATION, ANY WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A

PARTICULAR PURPOSE, SAID WARRANTIES BEING EXPRESSLY DISCLAIMED.

2. Obligations of Purchaser. To makea Warrantyclaim, contactUs at our principaladdressof

47912HalyardDrive, Suite100, Plymouth,MI 48170, 1-800-632-3290, identify the product

by model number,and follow the claim instructionsthat will be provided. Any returned

product that is replacedby Us becomesour property. You may be responsiblefor return

shippingcosts. Pleaseretain your purchasereceiptto verify dateof purchaseand that You

aretheoriginal consumerpurchaser. Theproductandthepurchasereceiptmustbeprovided

to Us in orderto processYour Warrantyclaim.

3. Exclusive Remedy. Product replacementis Your sole and exclusive remedyunder this

Warranty. We shall not be liable for service or labor chargesincurred in removing or

replacinga product. IN NO EVENT WILL WE BE RESPONSIBLEFORANY INDIRECT,

SPECIAL,CONSEQUENTIALOR PUNITIVE DAMAGES.

4. Assumption of Risk. You acknowledgeand agreethat any use of the product for any

purposeotherthanthespecifieduse(s)statedin theproductinstructionsis at Your ownrisk.

5. Governing Law. This Warrantygives You specific legal rights, and You also may have

other rights which vary from stateto state. This Warrantyis governedby the laws of the

Stateof Michigan, without regardto rules pertainingto conflicts of law. The statecourts

located in Oakland County, Michigan shall have exclusive jurisdiction for any disputes

relatingto thisWarranty.

Rev8/2015

Website: www.horizonglobal.com
Technical Assistance: 800-632-3290                                      
TechnicalSupport@horizonglobal.com

Scan for safe towing 
tip, or visit 
http://qr.towingpro
ducts.net/qrproduct
s/qr-product

http://www.horizonglobal.com/
http://qr.towingproducts.net/qrproducts/qr-product
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DO NOT EXCEED LOWER OF TOWING VEHICLE 
a!b¦C!/¢¦w9wΩ{ w!¢LbD hwΥ 

Hitch Type Max Gross Trailer Weight Max Tongue Weight

Weight Carrying 3500 lb. (1587 kg) 525 lb. (238 kg)

Weight Distributing N/A N/A

Representative Vehicle Photo
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Hitch Illustration

Website: www.horizonglobal.com
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TechnicalSupport@horizonglobal.com
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Equipment Required: 

Marker

Scan for step by step
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Application(s):

Make           Model(s)

Mercedes           GLB

* Visit our website for the most 
up-to-date information 

regarding application years, 
sub-models, and trim levels.

Installation Difficulty:
Expert

Å Installation times are listed on Horizon Global websites or 
found in the downloadable application guides.

Å Installation difficulty levels are based on time and effort 
involved. They may vary depending on installer level of 
expertise and condition of the vehicle. Along with proper tools 
and equipment.

http://www.horizonglobal.com/
http://qr.towingproducts.net/qrproducts/qr-product


Figure 2

1. Remove splash guard ςUsing 10mm socket, remove (8) screws from bottom of fascia where splash guard is located. Using flat head screwdriver, remove(2) 
push rivets from same area. Remove splash guard and return to owner.

2. Lower exhaust ςa.) Using 10mm socket, remove (1) bolt from rearward driver exhaust hanger. Repeat step for passenger side. NOTE: Disconnect sensor on 
passenger side exhaust prior to lowering. b.) Using 16mm socket, remove (2) bolts from mid vehicle exhaust hanger. Set aside for later use.

3. Remove/Trim heat shield/Reinstall ςa.) Using 8mm socket, remove (2) screws from underside of vehicle (found near exhaust (1) per side). Then remove (4) nuts 
from the center of the heat shield using the same socket. Gently remove and set aside for later use.b.) Using tin snips, trim heat shield as shown in Figure 2. 
Reinstall the heat shield after trimming using (4) nuts removed in previous steps. 

4. Remove frame rail hardware ςUsing T25 star driver, remove (1) screw from driver frame rail. Repeat for passenger side.
5. Drill holesςRaise the hitch into position and align it with two foremost attachment holes. Use marker to mark a drill point at 1st rearmost hole center of bracket, 
ōƻǘƘ ǎƛŘŜǎΦ aŀƪŜ ǎǳǊŜ ǘƘŜ ƘƛǘŎƘ ǎƛǘǎ ǎǘǊŀƛƎƘǘ ǿƛǘƘ ƭƻŎŀǘƛƻƴ ƳŀǊƪŜŘΦ [ƻǿŜǊ ǘƘŜ ƘƛǘŎƘ Řƻǿƴ ŀƴŘ ǳǎŜ ŘǊƛƭƭ ǘƻ ŘǊƛƭƭ ŀ ѹέ ƘƻƭŜΣ ōƻth sides.

6. Install hitch - Using pull wire, feed the carriage bolts and spacers into frame rails and bracket holes from forward most frame rail hole. Raise hitch into position 
and align holes with holes in frame rail. Remove pull wires and loosely install M8 bolts, conical washers, flat washers and hex nuts to hitch, see Figure 1. 

7. Tighten all 1/2-13 Gr5 fasteners with torque wrench to 75 Lb.-Ft. (102 N*M). Tighten all M8 fasteners with torque wrench to 20 Lb.-Ft. (27 N*M)

8. Reinstall exhaust and sensor ςRaise exhaust back into position and secure sensor in place using original hardware removed in step 2.
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Proper torque is needed to keep the hitch secure to the vehicle when towing.

Installation Instructions
PART NUMBERS: 76626, 84626, CQT76626

Figure 1

Always wear SAFETY GLASSES 
when installing hitch

Note: check hitch frequently, making sure all fasteners and ball are properly tightened.  If hitch is removed, plug all holesin trunk pan or other body panels to prevent entry of water and exhaust fumes. A hitch or ball which has been damaged should 
be removed and replaced.  Observe safety precautions when working beneath a vehicle and wear eye protection. Do not cut access or attachment holes with a torch. 

This product complies with safety specifications and requirements for connecting devices and towing systems of the state of New York, V.E.S.C. Regulation V-5 and SAE J684.
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1. Remove splash guard ςUsing 10mm socket, remove (8) screws from bottom of fascia where splash guard is located. Using flat head screwdriver, remove(2) push 
rivets from same area. Remove splash guard and return to owner.
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2. Lower exhaust ςa.) Using 10mm socket, remove (1) bolt from rearward driver exhaust hanger. Repeat step for passenger side. NOTE: Disconnect sensor on 
passenger side exhaust prior to lowering. b.) Using 16mm socket, remove (2) bolts from mid vehicle exhaust hanger. Set aside for later use.

3. Remove/Trim heat shield/Reinstall ςa.) Using 8mm socket, remove (2) screws from underside of vehicle (found near exhaust (1) per side). Then remove (4) nuts 
from the center of the heat shield using the same socket. Gently remove and set aside for later use.
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3b.) Using tin snips, trim heat shield as shown in Figure 2. Reinstall the heat 
shield after trimming using (4) nuts removed in previous steps. 

4. Remove frame rail hardware ςUsing T25 star driver, remove (1) screw from 
driver frame rail. Repeat for passenger side.

5. Drill holesςRaise the hitch into position and align it with two foremost attachment holes. Use marker to mark a drill point at 1st rearmost hole center of bracket, 
ōƻǘƘ ǎƛŘŜǎΦ aŀƪŜ ǎǳǊŜ ǘƘŜ ƘƛǘŎƘ ǎƛǘǎ ǎǘǊŀƛƎƘǘ ǿƛǘƘ ƭƻŎŀǘƛƻƴ ƳŀǊƪŜŘΦ [ƻǿŜǊ ǘƘŜ ƘƛǘŎƘ Řƻǿƴ ŀƴŘ ǳǎŜ ŘǊƛƭƭ ǘƻ ŘǊƛƭƭ ŀ ѹέ ƘƻƭŜΣ ōƻth sides.

Figure 2

Area to trim

Drilled Hole


